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L— 1.5" TYPE SP WEARING COURSE (SPWEA340C) (2360)
BITUMINOUS TACK COAT (2357)
2" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)

4" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
6" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
ORCL. 5 (B) OR CL. 5 (C) RECYCLED

SUBGRADE PREPARATION (2112)

7 TON BITUMINOUS PATCH (<1000 ADT)
SANDY SOILS (AASHTO SOILS A-1, A-2)
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PLATE 1002
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— 2" TYPE SP WEARING COURSE (SPWEA340C) (2360)
BITUMINOUS TACK COAT (2357)
2" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)

4" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
8" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
ORCL. 5 (B) OR CL. 5 (C) RECYCLED

SUBGRADE PREPARATION (2112)

9 TON BITUMINOUS PATCH (<300 HCADT)
SANDY SOILS (AASHTO SOILS A-1, A-2)

NOT TO SCALE
PLATE 1002
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L— 2" TYPE SP WEARING COURSE (SPWEA340C) (2360)
BITUMINOUS TACK COAT (2357)

2.5" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)
BITUMINOUS TACK COAT (2357)

3" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)

4" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)

8" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
ORCL.5(B) OR CL. 5 (C) RECYCLED

——— SUBGRADE PREPARATION (2112)
10 TON BITUMINOUS PATCH (>1100 HCADT)
SANDY SOILS (AASHTO SOILS A-1, A-2)

NOT TO SCALE
PLATE 1002

7

L— 2" TYPE SP WEARING COURSE (SPWEA340C) (2360)
BITUMINOUS TACK COAT (2357)

2" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)

4" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
6" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
ORCL. 5 (B) OR CL. 5 (C) RECYCLED

SUBGRADE PREPARATION (2112)
7 TON BITUMINOUS PATCH (<1000 ADT)
CLAY SOILS (AASHTO SOILS A-6, A-7)

NOT TO SCALE
PLATE 1002
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L 2" TYPE SP WEARING COURSE (SPWEA340C) (2360)

L—— BITUMINOUS TACK COAT (2357)

4" TYPE SP NON-WEARING COURSE (SPNWB330B) (2360)

4" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
8" AGGREGATE BASE, CL 5 (2211) (100% CRUSHED LIMESTONE)
ORCL. 5 (B) OR CL. 5 (C) RECYCLED

10" 1-1/2" MINUS (100% CRUSHED LIMESTONE)

ORCL. 5 (B) OR CL. 5 (C) RECYCLED

SUBGRADE PREPARATION (2112)

9 TON BITUMINOUS PATCH (<300 HCADT)
CLAY SOILS (AASHTO SOILS A-6, A-7)

NOT TO SCALE
PLATE 1002
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